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A Leader In Premium Automotive

MASS AIR FLOW SENSORS

All units are new construction,
not remanufactured.

No core requirement.

Application coverage includes
all popular Domestic, and Import
vehicles.

5 year / 50,000 mile warranty.

ABOUT US

Main Types:

Hot Wire « Hot Film + 8-Pin + 5-Volt N AR A V)

is a privately held company
servicing all facets of the
aftermarket for over 30 years.

Calculates air mass using
coefficient electrical resistance

(Ohms Law) UMP only specializes in Engine
More accurate measurements Management products.

of air mass ’
All products are built to

meet and/or exceed OEM
specifications.

Not affected by altitude or temperature changes

Air temperature sensors also included on most designs
. Ignition wire & battery cables
Most d th d tod -
ost common design on the road today are made in USA.
MAF assemblies are manufactured using ISO & TS certifications,

to meet or exceed OEM specifications. All products are warrantied

throughout the USA.
Quality control procedures provide consistent performance,
longevity and reliability.

23 LOCATIONS TO SERVE YOU

Akron/Archwood 330-785-3155 Elyria 440-233-6124 Perry

440-259-2991

Akron/Grant 330-376-7121 Euclid 216-486-1646 Rootstown 330-325-7744
Boardman 330-318-3567 Kent 330-673-2486 South Euclid 216-691-1100
Brook Park 216-676-5100 Mayfield Hts. 440-461-0550 Strongsville 440-238-6555
Canton 330-454-2500 Medina 330-725-0041 Warren 330-469-6974
Chardon 440-286-6181 Mentor 440-942-2224 Warrensville Hts. 216-581-4800

Cleveland/Clark

Copley

216-281-4500
330-664-0600

North Olmsted
Parma

440-734-6114
440-884-5800

Youngstown

330-744-4473
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United-Packard Wire Sets
o United - Packard original replacement 0.E.M. wire
o O booting and cofiguration
 100% brass & stainless steel terminals used on
ALL wire sets
o Designed & Engineered to provide correct fit
for easy installation
o Meets SAE J-2031 specifications
o Lifetime warranty

United Permashield
Wire Sets

 Manufactured with Packard OE “Delcore” wire

o Superior performance compared to other
aftermarket brands

o Booting conforms to OE configurations

o Positive fit wire sets provide easy installation

* 5 year/50,0000 warranty
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United-Packard
Tri-Pak®

o Includes: Packard OE wire set - premium
brass cap and rotor(s), dielectric grease,
wire separator and ID kit

 One Part Number ¢ One Package  One Price

o Additional ignition components included
to help prevent customer call backs.

United Permashield

Tri-Pak®

o Includes: Packard Delcore wire set, OE cap,
OE rotor(s), Di-Electric grease

o One Part Number

 One Package

o One Price

20 SKU's represents 80% coverage
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CAR PARTS WAREHOUSE
RIGHT PARTS - RIGHT PRICE - RIGHT NOW

Battery Cable Assemblies

o Environmentally friendly lead free terminals
eliminate corrosion

* 100% copper conductor

o Jacket material insulates against voltage loss and
maintains flexibility from -58°F to +221°F

o Cable assemblies manufactured to meet SAE J1127
& J378 specifications

Distributors e

o Performance proven Billet Aluminum o OEM Fit Ignition

« Centerless ground shafts eliminate shaft runout © HD and OEM replacements
o Qil-Life bushings ensure long life © OEM Fit » OEM Function

o Brass Contacts
o Factory tested to assure performance

o Performance tuned modules

characteristics

Coils and Coil On Plug
o All coil on plug assemblies are manufactured with

100% virgin copper on all internal windings
o High temperature silicone boots are utilized to Sensors

increase dielectric tolerances and extend the service « OEM Replacement

life of the coil )
o High dielectric strength epoxy and PBT (Polybutylene ggml:;r;?lzgtmzt andfor exceed

terephthalate) housing ensures dielectric properties

o Factory tested to ensure qualit
are maintained ° y quatity

Mass Air Flow Sensors

o All substrates utilize digital technology with ‘state-of-the-art’ manufacturing procedures

o MAF assemblies are manufactured using IS0 & TS certifications, to meet or exceed OEM specifications.
Quality control procedures provide consistent performance, longevity and reliability

« Housings are made of high density PBT (Polybutylene terephthalate). Qualities include:
high heat resistance, chemical resistance, higher tensile and dielectric strength.
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Akron/Archwood 330-785-3155  Elyria 440-233-6124  Perry 440-259-2991
Akron/Grant 330-376-7121  Euclid 216-486-1646  Rootstown 330-325-7744
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Brook Park 216-676-5100  Mayfield Hts. 440-461-0550  Strongsville 440-238-6555
Canton 330-454-2500 Medina 330-725-0041  Warren 330-469-6974
Chardon 440-286-6181  Mentor 440-942-2224  Warrensville Hts. 216-581-4800
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These Ford - Lincoln - Jaguar C.0.P. assemblies now come with high
temperature gray silicone boots to provide extended service life!

- NOW UPGRADED -

Cop-8
Cor9

CoP-12

copr-1

COMPLETE ASSEMBLIES

CoP-13

Ineffective venting design of OEM OEM Design
distributor, causes clogged vent holes... after 6 months of service life
E That in turn,
E creates partical
/m build up, whi
(=] limits current
E O flow to the
spark plugs

UMP has added a vent location to the top of the distributor cap.

This design allows air to flow efficiently, within the cap, resulting

in the limiting of the corona effect that creates the build-up of ionized
particles. This results in improved performance, efficiency and
extended service life.

UMP vented design
helps eliminate
corona buildup that
limits current flow to
the spark plugs.

UMP Design

after 6 months of service life






