ABOUT GSP

With over 38 years in the industry, GSP is a global leading
manufacturer of automotive parts, offering a broad range of
undercar components backed by advanced manufacturing,

rigorous quality control, and key certifications like IATF16949.

Our extensive distribution network across over 120 countries
ensures partners have access to high-quality undercar
aftermarket components worldwide.

PRODUCT FEATURES

e Precision Forged and Heat-treated Joints

e High quality Temperature and environment resistance
boots

¢ Premium grease formula filled to exact measurement

Manufacturing Partner Benefits

Quality Driven:

GSep

NORTH AMERICA

GV AXLES

PRODUCT OFFERINGS

Extreme Duty (XD) Axles

Extreme Duty Plus (XDP) Axles

Performance Revolutions (PR) Axles
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¢ Fully Integrated Manufacturing e |ATF16949, ISOI 4001, and
Process IS045001 Certifications
e OE level Manufacturing Facilities e North America based Quality

support and technical team

23 LOCATIONS TO SERVE YOU

Akron/Archwood 330-785-3155
Akron/Grant 330-376-7121

Boardman 330-318-3567

® Brook Park 216-676-5100

Canton 330-454-2500

CAR PARTS WAREHOUSE Chardon 440-286-6181
RIGHT PARTS - RIGHT PRICE - RIGHT NOW Cleveland/Clark 216-281-4500

www.carpartswarehouse.net Copley 330-664-0600

Elyria

Euclid

Kent

Mayfield Hts.
Medina
Mentor

North Olmsted
Parma

PRODUCT STATS

99.89% Dem and Coverage
95% North America VIO
3,210 current active SKU’s

e  OE Driven Industry leading catalog

e GSP’S New Garage Support
Program

e Expert Support

440-233-6124 Perry 440-259-2991
216-486-1646 Rootstown 330-325-7744
330-673-2486 South Euclid 216-691-1100
440-461-0550 Strongsville 440-238-6555
330-725-0041 Warren 330-469-6974
440-942-2224 Warrensville Hts. 216-581-4800
440-734-6114 Youngstown 330-744-4473

440-884-5800
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# 1 Prior to installation, make sure to physically match
the replacement unit with the original unit. Sometimes
replacement units may not appear the same as the
original unit, but will function properly.
Pay close attention to:

a. Overall compressed length

b. Inner and outer joint stub length and spline count
_ C Inner and outer seal diameter

Installer

#6 After installing a circlip type axle into the
transmission, check to ensure the axle is properly
seated in the transmission by pulling gently on the
\_inboard housing.

N
#2 Certain vehicles require special tools for removal
and installation of CV Axle. Always refer to the vehicle’s
\service manual.

N
H7 i the inner joint of an axle was pulled apart, has
a ripped or stretched boot, check the condition of the
motor mount, and all other related parts and systems for

damage or wear.
\ g

N
#3 Check the transmission fluid for discoloration, a
burnt smell, or contamination. Also carefully inspect the
\_transaxle seal. Replace if necessary.

N
#4 Axies with ABS applications MUST be handled
with extreme caution. There is a sensor ring around the
outer joint that will cause the ABS system to
\_malfunction if damaged.

~
#8 when installing all CV Axles, DO NOT let them

hang from the differential/transaxle at any time during
installation. The added stress can damage the inboard
joint, causing the axle to not function properly. The
added stress can damage the inboard joint, causing the
axle to not function properly. Some applications have a
spring loaded inboard joint instead of the snap-ring style
to lock into the transmission. Hanging the axle on these
applications will cause the inboard joint to come apart

\inside transmission housing, resulting in axle failure.

N
#5 Any axle with a circlip on the inner spline should
be carefully inspected to ensure no metal pieces /

~N
#9 Always torque the spindle nut to the proper OE
specifications. CAUTION: Do not use power tools to
torque the spindle nut! You can damage the threads as

\_fragments remain in the differential.

\ _Well as the outer cv joint.

23 LOCATIONS TO SERVE YOU

Akron/Archwood 330-785-3155
Akron/Grant 330-376-7121
Boardman 330-318-3567
® Brook Park 216-676-5100

Canton 330-454-2500
CAR PARTS WAREHOUSE Chardon 440-286-6181

RIGHT PARTS - RIGHT PRICE - RIGHT NOW Cleveland/Clark 216-281-4500
www.carpartswarehouse.net Copley 330-664-0600
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Knuckle Hub
Assemblies

Reduce Time & Labor with
Hassle-Free lnstallatmn

INSTALLATION READY

GSP Knuckle Hub Assemblies reduce labor and downtime
with hassle free installation and no special tools required.
These fully assembled components are a time saver.

 No special tools required

¢ Reduce warranty comebacks
¢ OE quality and design

¢ All new components

Lock Nut

20

Cotter Pin

ave Washer

Backing Plate

23 LOCATIONS TO SERVE YOU

Akron/Archwood 330-785-3155 Elyria 440-233-6124 Perry 440-259-2991

Akron/Grant 330-376-7121 Euclid 216-486-1646 Rootstown 330-325-7744
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RIGHT PARTS - RIGHT PRICE - RIGHT NOW Cleveland/Clark 216-281-4500 North Olmsted  440-734-4114 Youngstown 330-744-4473
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